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3 Simple Steps For Unit Pairing
STEP 3

Voila! You can
now control your
AC from your
smartphone

Scan Your Daikin AC QR Code Here

STEP 2

Locate the QR Code
(beside MCMC label)
sticker on your
warranty card or
inside the WiFi 
Adaptor box, and 
scan it to pair your 
AC with your 
smartphone.   
   
   
   
   
   

Available On

Download
GO DAIKIN App

STEP1

Scan QR code to see
GO Daikin setup video

GO DAIKIN Configuration

Input Voltage

Power Consumption

Size (H x W x D)

Mass

Wireless Lan Protocol

Frequency Range

Encryption

DC 5V

750mW

32.1mm x 50.1mm x 15.0mm

APPROX. 23g

IEEE 802.11b/g/n

2.4GHz – 2.48GHz

WPA/WPA2

SPECIFICATIONS

Internet

Wireless Router

Required for Operation:

Network Adaptor
(Built-in)
AWM61A01

AndroidTM Phone
or iPhone

GO DAIKIN App
(free)+ + + +Wireless

Router

Internet

OUT OF HOME

Control your AC at
anywhere and anytime

Available At:

iOS 11.0 or above Android 5.1 or above Android 5.0 or above

ENJOY 2 YEARS FREE*1 UPGRADE TO PRO ON US

Energy Usage Monitoring
Weekly Scheduling
Countdown Timer
Out-Of-Home AC
Geofencing *2 (NEW)
Indoor/Outdoor Temperature Monitoring
Standard Control Functions *3

User Control Sharing to Family & Friends
In-Home AC Control 
Auto Error Code Detection
Voice control (Alexa, Google Home)

Standard
RM0.00

Pro
RM11.99
Per year
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Function List

Smart Control Subscription:
1. Free 2 years upgrade to Smart Control Pro upon first time successful pairing 

to network adaptor (AWM61A01). Package will switch back to Smart Control 
Standard (FREE) after 2 years. User can choose to upgrade to Smart Control 
Pro with subscription of RM 11.99 yearly per air conditioner.

2. Geofencing lets your AC automatically turn on when you get home and off 
when you leave. You can easily set and adjust the distance to match your needs.

3. Function includes: On/Off, Operation Mode, Fan Swing, Fan Speed, Powerful 
Mode, Quiet Mode, Sleep Mode.

Go Daikin App:
i. An Internet connection through mobile data or WiFi network is required to 
 use Smart Control function.
ii. Connectivity of App to AC will depend on the effective coverage area of your 
 Local Area Network (LAN).
iii. This device supports DHCP (Dynamic Host Configuration Protocol) only. 

Ensure that your router has DHCP server option function activated before 
pairing.

iv. The controllable functions and features may differ depending on the model.



Authorized dealer:

Gin-ION Blue Filter Test Result
The Gin-ION Blue Filter has been tested and confirmed to decompose viruses, bacteria, and inhibit fungal growth on the filter surface.

Guangdong detection
center of microbiologyInfluenza H1N1

"Chicken Coronavirus
Infectious bronchitis Virus"

"Aspergillus niger, 
Penicillium pinophilum,

Trichoderma viride, 
Chaetomium globosum,
Poecilomyces variotii"

Guangdong detection
center of microbiology

Guangdong detection
center of microbiology

Guangdong detection
center of microbiology

99.94% in 2 hours

99.94% in 2 hours

> 4.7 (99.99749%)

> 5.9 (99.99987%)

Staphylococcus aureus

Escherichia Coli

Virus

Fungus

Bacteria

"Grade 0
(no fungus visible

under microscope)"

No.2020FM24347R01

Test OrganisationTested Specimen Test Result Test Report

No.2020FM26047R01

No.2021FM05003R01E

No.2021FM05004R01E

Test Measuring Method : Textites -Determination of 
  antiviral activity of textile  
  products (ISO 18184-2014)
Testing Organization : GuangDong Detection
  Center of Microbiology
Test Number : 2020FM24347R01, 
  2020FM26047R01
Test Result : The effectiveness rate of virus 
  decomposition is increased by 
  more to 99.9% in 2 hours.
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Reduced
> 99.99%

Reduction of bacteria

Test Measuring Method : Test for antimicrobial 
  activity of plastic
  (JIS Z 2801 : 2010)
Testing Organization : GuangDong Detection
  Center of Microbiology
Test Number : 2021FM05003R01E
Test Result : The effectiveness rate
  of bacterial reduction
  is more than 99.99% in
  24 hours.

Specification

FTKE25/35AV1M FTKE50AV1M FTKE71AV1M

Remarks:
1. Due to product innovation, all specifications are subjected to change by the manufacturer without prior notice.
2. All units are being tested and comply to ISO5151.
3. Nominal cooling capacity are based on the conditions: 27°C DB / 19°C WB indoor and 35°C DB outdoor ; piping length 7.5m.
4. Sound pressure levels are measured in anechoic chamber according to JIS C 9612 standard. During actual operation, sound pressure level will be higher as a result of room specification condition.
5. The Gin-ION Blue Filter is not a medical device. Benefits shown are only effective for substances which are directly attached on the filter surface.
6. Wireless model will be supplemented with a Wireless Remote Controller (ARC486A1) and a built-in network adaptor (AWM61A01).
7. Wired model will come with only a SHIRO Wired Remote Controller (BRC51D61). To enable the Smart Control function, optional NS Splitter (R50044157819) is required.

2.64 (1.03 - 2.70) 3.60 (1.20 - 3.75)
12,300 (4,100 - 12,800)

4.20

5.28 (1.52 - 5.42)
18,000 (5,200 - 18,500)

4.20

7.03 (1.93 - 7.18)
24,000 (6,600 - 24,500)

4.20
4 star

430

9,000 (3,500 - 9,200)

4.00 (1.65 - 4.39) 5.52 (1.75 - 5.88)
1,245 (255 - 1,330)

9.34 (2.72 - 9.54)
2,130 (380 - 2,180)

9.49 (2.40 - 10.1)
2,160 (380 - 2,300)890 (255 - 980)

4.20
3 star

350
40 / 35 / 28 / 23

288 x 770 x 234
8.5

42 / 39 / 32 / 29

9.5

640
43 / 41 / 36 / 30
297 x 990 x 273

13.0

550 x 675 x 284
22.0

52
615 x 845 x 300

33.0 37.0

FTKE25AV1M

39 / 33 / 26 / 21
280 x 730 x 213

8.0
RKE25AV1M

48
460 x 650 x 240

17.0

Indoor unit

Outdoor unit
Model name

Capacity

Power supply
Running current
Power consumption
CSPF
Energy rating
Heat insulation
Indoor unit
Airflow rate
Sound pressure levels
Dimensions
Unit weight 
Outdoor unit
Refrigerant 
Sound pressure levels
Dimensions
Unit weight

Piping connection 

Maximum pipe length
Chargeless pipe length

Maximum height difference

Rated
(Min - Max) 

Rated
(Min - Max) 

Liquid
Gas

kW
Btu/h

Wh/Wh

A
W

dB(A)
mm
kg

dB(A)
mm
kg

mm

m

H
Type

H x W x D

H / M / L / Q
H x W x D

H 340

FTKE25AV1MF FTKE35AV1MF

FTKE35AV1M

RKE35AV1M

FTKE50AV1MF

FTKE50AV1M

RKE50AV1M

FTKE71AV1MF
FTKE25AV1MW

Wireless
Wired FTKE35AV1MW FTKE50AV1MW FTKE71AV1MW

RKE25AV1M RKE35AV1M RKE50AV1M RKE71AV1M

FTKE71AV1M

RKE71AV1M

cfm

1 phase, 220-240 V, 50 Hz (Power to indoor)

Both liquid and gas piping

R32

ø6.35

7.5

Heat Exchanger Type Hydrophillic Blue Fin

ø9.52

20
15

ø12.70

30
20

FTKE50/71AV1MFTKE25/35AV1M

RKE35AV1MRKE25AV1M RKE50/71AV1M


