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Super Slim Design
It now requires less space for installation.Midea cassette is much slimmer thanks to 
the redesigned heat exchanger and overall structure.

30 minutes faster for water pump maintenance
Thanks to the innovative WindTrack design, the drain pump is 
placed outside the air channel, which means ultra easy access 
to drain pump that all you need is to remove the panel.

Lifting height up to 1000 mm 
Equipped with a external drain pump, Midea Cassette can lift 
condensate water up to 1000mm,making the installation and 
the discharge of condensate water much easier.

Re-structure Drain Pump

Enlarge Space 
For Piping
More friendly for handwork 
operation

User-friendly  
Hook Design
Curved metal hook with 
more ergonomic is easier to 
carry and uplift the machine.

Wired Romote Controller
(Optional)

Lifting height up to 1000 mm

Max.
1000mm

+12mm

CEILING 
CASSETTE

11%

Slimmest to 205mm*230mm
*18K & 24K model
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REAL COMFORT WITHOUT COMPROMISE
Power Breezeless Technology*
Exclusive power breezeless wind deflector contains over 3920 micro-holes. Each hole is in hourglass- shaped to 
boost then disperse the air stream as it funneis through all the micro-holes are distributed in diff erent direction 
and size together turning the strong blast into cool, billowing mist.

0-100% Stepless fan speed*
0-100% fan speed can be precisely controlled in 1% 
increments, breaking the traditional fixed fan speed.

Adjustable Vane and Long Airflow
Adjustable Vane from 0° to 75°and 5.5 meters long airflow, no 
corner in your room is beyond its reach.

360° Round Flow
Unique seamless airfl ow louver design allows cool air to diff use 
and sink in 360°, off ering uniform cooling experience throughout 
the space.

OUT COMPROMISE
ro-holes. Each hole is in hourglass- shaped to 
ro-holes are distributed in diff erent direction

Hourglass-shaped 
cross-section

Air pressure and 
de-pressure

3920
MICRO HOLES
In diff erent size and directions

HOURGLASS-SHAPED
Hourglass-shaped micro holes
compress then emitted the across air 
stream

4 possible cooling 
experience in 
1occasion.

605756 58 59 61 62

75°

0°

5.5m

Adjustable
Vane

Individual Vane Control*
The individual vane control system enables 
the unit to supply multi-directional airflow and 
customize everyone’s comfort with a multitude 
of cooling configurations.

* For premium inverter series only
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REAL CONVENIENCE WITHOUT HASSLE
Get rid of control trouble through wired and wireless controllers
Smart Control*
Based on the cloud service under M-Smart Security Protocol, 
the MSmartHome app makes your life easier, smarter and more 
comfortable with versatile functions just in hand.

Midea Twins Combination System
The units can be installed as twin system: 2 same type and 
size indoor units connect to only one outdoor unit which size 
is double of single indoor unit. This feature helps improve the 
air distribution of some special room.

In twin system, one indoor unit must be set as master 
and the other one as slave. Only the master unit 
can accept the control signal and the slave 
unit follow the settings of the master.

LED Display
Larger LED display design, easier to check temperature at any time.

Wired Controller (Optional) 
Build-in Infrared ReceiverAn infrared receiver is 
built in the wired controller. It is more convenient 
for users to control the AC with the wireless 
controller by pointing to the wired controller 
rather than to the AC.

Reserved Air Outlet For Duct
Reserves the space for air outlet from the side of 
indoor unit. It’s available to connect air duct from side 
to small rooms nearby.

App-based Remote Control

App Smart 
Control

Midea Cassette

IOT Cloud

5mm

9
m

m

10mm

18
m

m

OLDNEW

ation System
em: 2 same type and
outdoor unit which size
ature helps improve the

be set as master r 
master unit
slave

TWINS SYSTEM

INDOOR 
UNITS 30K + 30K 24K + 24K 18K + 18K

OUTDOOR
UNITS 60K 48K 36K

*Only premium inverter series build-in smart kit, others must choose wired controller model with Smart Control function
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REAL HEALTH WITHOUT CONCERNS

WORRY-FREE AND GUARANTEED FOR LIFE

Fresh Air
Outdoor air can be led into the room via a connection 
pipe, which keeps the indoor air fresh and healthy.

Prime Guard, Golden Coating
Midea PrimeGuard™ is more resistant in oxidation & corrosion than ordinary fins for condensers to furnish a steadier and long-lasting 
working environment. It can effi  ciently prevent bacteria from breeding and spreading ,and withstand corrosive elements.

Comparison Result of Corrosion Area*
Golden Coating is 2.5X corrosion 
resistance than Blue Coating.

Golden Coating

0.10%
*After 240 hours UV test and 72 hours neutral salt spray(fog) test

Blue Coating

0.25%
Aluminum Foil

100%

NCERNS

Auto Dedusting
After turning off  the AC, the fan blade of 
the outdoor unit will automatically rotate in 
reverse to get rid of the sand and dust for 
keeping the AC clean.
1-phase DC inverter outdoor unit only.

IDU ODU

2.2mm
+120%

NEWOLD

Water Tray
The water tray is specially upgraded 
from anti-corrosion plastic material, 
increased thickness and optimized 
structure, assuring greater 
durability and longer product life.

Due to 1.4mm ABS moulding enlargement, the durability 
of drainage tray will enhance to prevent damage.
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SPECIFICATIONS (Ceiling Cassette Premium Inverter)

Model name

Indoor model MCX-12CRFNX MCX-24CRFNX MCX-24CRFNX MCX-30CRFNX MCX-36CRFNX MCX-40CRFNX MCX-42CRFNX MCX-48CRFNX

Indoor panel code
COMPACT-PANEL-

03AW (Breezeless 

Panel, Build-in Wifi )

MCX-PANEL-04AWD  (Breezeless Panel, Build-in Wifi )

Outdoor model MOUX-12CFN8 MOUX-18CFN8 MOUX-24CFN8 MOUX-30CFN8 MOUX-36CFN8 MOUX-40CFN8 MOUX-42CFN8 MOUX-48CFN8

Power source  V/ph/Hz 220-240~/1/50 220-240~/1/50 220-240~/1/50 220-240~/1/50 220-240~/1/50 380-415~/3/50 220-240~/1/50 380-415~/3/50

Cooling capacity Btu/h
12,000 

(2,897~14,020)

18,000 

(9,900~19,064)

24,000 

(11,263~27,000)

30,000 

(7,600~32,000)

36,000 

(9,200~39,000)

36,000 

(9,200~39,000)

42,000 

(10,000~44,000)

48,000 

(12,000~54,000)

Power consumption - Rated (Min~Max) W 1,010 (168~1,434) 1,633 (720~2,088) 2,320 (780~2,748) 2,750 (190~3,000) 3,950 (900~4,200) 4,000 (890~4,150) 4,200 (680~4,350) 4,650 (800~5,900)

Running current - Rated (Min~Max) A 4.45(1.32~6.31) 7.2(3.2~9.2) 10.2(4.2~12) 12.0(2.0~13.0) 17.5(4.2~18.5) 6.5(1.4~6.5) 18.8(3.1~19.1) 8.1(1.8~10.2)

CSPF Wh/Wh 5.6 5.50 5.43 5.37 5.00 5.00 4.55 4.87 

Indoor

Air fl ow (High) m3/h (cfm) 620(365) 1247 (734) 1247 (734) 1700 (1000) 1700 (1000) 1700 (1000) 1900 (1118) 1900 (1118)

Sound pressure (Hi/Mi/Lo) dB(A) 42/38.5/31.5 45.4/44/39 50/47.5/42 50.5/48/46 51/48/46 51.0/49.0/46.0 52.5/50/47.5 52.5/50.5/48

Dimension (WxDxH)(body) mm 570x570x245 830x830x205 830x830x205 830x830x245 830x830x245 830x830x245 830x830x287 830x830x287

Dimension (WxDxH)(panel) mm 620x620x50 950x950x55 950x950x55 950x950x55 950x950x55 950x950x55 950x950x55 950x950x55

Machine Weight (Net/Gross)
Indoor (kg) 22.2/26 21.6/25.4 21.6/25.4 24.6/28.6 27.2/31.2 27.2/31.2 29.3/33.5 29.3/33.5

Panel (kg) 2.7/4.3 6/9 6/9 6/9 6/9 6/9 6/9 6/9

Design pressure MPa 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7

Drainage water pipe diameter mm ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25

Outdoor

Sound pressure dB(A) 53.6 56 60 62 63 63 63 63.5

Dimension (WxDxH) mm 765x303x555 805x330x554 890x342x673 946x410x810 946x410x810 946x410x810 946x410x810 952x415x1333

Machine weight (Net/Gross) kg 26.6/29 32.5/35.2 43.9/46.9 52.8/57.3 66.9/71.5 80.5/85 71.0/75.0 103.7/118.3

Refrigerant charged (5m piping) kg R32/ 0.72 R32/1.15 R32/1.5 R32/2.0 R32/2.4 R32/2.4 R32/2.8 R32/2.9

Refrigerant 

piping

Liquid side/ Gas side mm (inch)
Φ6.35/Φ9.52 

(1/4"/3/8")
Φ6.35/Φ12.7 

(1/4"/1/2") Φ9.52/Φ15.9(3/8"/5/8")

Max. pipe length  m 25 30 50 50 75 75 75 75

Max. diff erence in level      m 10 20 25 25 30 30 30 30

Control type (Outdoor) EXV EXV+Throttle valve

Heat insulation Both liquid and gas pipe

Smart Control LED Display Wide-angle

Air fl ow

Slim Design Fresh Air Quiet Design Built-in

Drain Pump

Auto Restart

Function 

Timer Wired Controller

(Optional)

360° Air

Flow Panel

Golden Fin

Remarks: 1.The above design and specifi cations are subject to change without prior notice for product improvement.
 2.The values given in the table for the noise level refl ect the levels in anechoic chamber.
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SPECIFICATIONS (Ceiling Cassette Standard Inverter)

Model name

Indoor model MCCD-20CRDN8 MCCD-25CRDN8 MCCD-33CRDN8 MCCD-40CRDN8 MCCD-50CRDN8

Indoor panel code MCX-PANEL-04A1

Outdoor model MODX-20CFN8 MODX-25CFN8 MODX-33CFN8 MODX-40CFN8 MODX-50CFN8

Power source  V/ph/Hz 220-240~/1/50 220-240~/1/50 220-240~/1/50 380-415~/3/50 380-415~/3/50

Cooling capacity Btu/h 19,000 (5,100~20,000) 24,000 (8,300~24,700) 33,000 (18,000~34,500) 36,000 (11,000~38,000) 48,000 (12,000~49,500)

Power consumption - Rated (Min~Max) W 1,700 (440~1,750) 2,400 (850~2,520) 2,836 (640~3,800) 3,800 (680~4,280) 5,600 (800~5,850)

Running current - Rated (Min~Max) A 7.5(2.0~7.7) 11.5(4.0~11.58) 12.33(2.79-16.53) 5.6(1.5~6.2) 8.6(3.8~9.0)

CSPF Wh/Wh 5 5 4.6 4.50 4.10 

Indoor

Air fl ow (High) m3/h (cfm) 1040 (612) 1160 (682) 1950 (1147) 1950 (1147) 1950 (1147)

Sound pressure (Hi/Mi/Lo) dB(A) 40/34/31 46/39/35 53.5/50/46.5 53.5/50/46.5 53/51/48.5

Dimension (WxDxH)(body) mm 830x830x205 830x830x205 830x830x245 830x830x245 830x830x245

Dimension (WxDxH)(panel) mm 950x950x55 950x950x55 950x950x55 950x950x55 950x950x55

Machine Weight (Net/Gross)
Indoor (kg) 22.1/26.4 21.9/26.1 26/30.5 26/30.5 27.4/31.8

Panel (kg) 6/9 6/9 6/9 6/9 6/9

Design pressure MPa 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7

Drainage water pipe diameter mm ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25

Outdoor

Sound pressure dB(A) 58 56 59 59.5 62

Dimension (WxDxH) mm 805x330x554 890x342x673 946x410x810 946x410x810 946x410x810

Machine weight (Net/Gross) kg 25.8/28.4 34.6/37.7 51.5/56 58/62.5 59.1/63.3

Refrigerant charged (5m piping) kg R32/0.8 R32/1.3 R32/1.7 R32/1.55 R32/2.1

Refrigerant 

piping

Liquid side/ Gas side mm (inch) Φ6.35/Φ12.7 (1/4”/1/2”) Φ9.52/Φ15.9(3/8"/5/8")

Max. pipe length  m 25 25 30 30 50

Max. diff erence in level      m 15 15 20 20 30

Control type (Outdoor) Capillary Tube Throttle valve

Heat insulation Both liquid and gas pipe

Sleep Mode

Sleep Mode

LED Display

LED Display

Wide-angle

Air fl ow

Wide-angle

Air fl ow

Slim Design 

Slim Design 

Fresh Air

Fresh Air

Quiet Design 

Quiet Design 

Built-in

Drain Pump

Built-in

Drain Pump

Auto Restart

Function 

Auto Restart

Function 

Timer

Timer

Wired Controller

(Optional)

Wired Controller

(Optional)

360° Air

Flow Panel

360° Air

Flow Panel

Golden Fin

Golden Fin

SPECIFICATIONS (Ceiling Cassette Non Inverter)

Model name

Indoor model MCA3-12CRN8 MCDX-18CRN8 MCDXMY-25CRN8-SP MCDX-30CRN8 MCDX-36CRN8 MCDX-48CRN8

Indoor panel code COMPACT-PANEL-03E MCX-PANEL-04A1

Outdoor model MOUX-12CN8 MOUX-18CN8 MOUXMY-25CN8-SP MOUX-30CN8 MOUX-36CN8 MOUX-48CN8

Power source V/ph/Hz 220-240~/1/50 220-240~/1/50 220-240~/1/50 220-240~/1/50 380-415~/3/50 380-415~/3/50

Cooling capacity Btu/h 12,000 18,500 25,000 31,000 36,500 48,000

Power consumption - Rated W 1,150 1,600 2,512 3,200 3,600 4,550

Running current - Rated A 4.5 7 10.7 14 5.21 8.8

CSPF Wh/Wh 3.25 3.60 3.10 3.02 3.16 3.28

Indoor

Air fl ow (High) m3/h (cfm) 810 (476) 1200 (706) 1300 (765) 1935 (1138) 1950 (1147) 1950 (1147)

Sound pressure (Hi/Mi/Lo) dB(A) 41/37/34 44/37.5/34.5 46/40/37 53/49.5/46 53/49.5/45.5 54/52/49

Dimension (WxDxH)(body) mm 570x570x260 830x830x205 830x830x205 830x830x245 830x830x245 830x830x245

Dimension (WxDxH)(panel) mm 647x647x50 950x950x55 950x950x55 950x950x55 950x950x55 950x950x55

Machine weight (Net/Gross)
Indoor (kg) 16.2/19.4 22.2/26 21.9/26.4 25.7/29.8 25.8/29.9 28.0/32.1

Panel (kg) 2.5/4.5 6/9 6/9 6/9 6/9 6/9

Design pressure MPa 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7 4.3/1.7

Drainage water pipe diameter mm ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25 ODΦ25

Outdoor

Sound pressure dB(A) 50.5 57 59 60 63 62

Dimension(WxDxH) mm 765x303x555 805x330x554 890x342x673 946x410x810 946x410x810 946x410x810

Machine weight (Net/Gross) kg 27.3/29.7 38.9/41.5 50.3/53.5 63.2/68.0 66.1/71 70.4/74.9

Refrigerant charged (5m piping) kg R32/ 0.43 R32/0.72 R32/1.0 R32/1.7 R32/1.6 R32/1.9

Refrigerant 

piping

Liquid side/ Gas side mm (inch) Φ6.35/Φ9.52 (1/4"/3/8") Φ6.35/Φ12.7 (1/4”/1/2”) Φ9.52/Φ15.9(3/8”/5/8”)
Max. pipe length  m 25 25 25 30 30 50

Max. diff erence in level      m 15 15 15 20 20 30

Control type (Outdoor) Capillary Tube Throttle valve

Heat insulation Both liquid and gas pipe

Remarks: 1.The above design and specifi cations are subject to change without prior notice for product improvement.
 2.The values given in the table for the noise level refl ect the levels in anechoic chamber.

Remarks: 1.The above design and specifi cations are subject to change without prior notice for product improvement.
 2.The values given in the table for the noise level refl ect the levels in anechoic chamber.
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